"*********************************************************************"             
#### "*  oscam.server - ncam.server - gcam.server  Modified By RAED  *"
#### "*                                                              *"
#### "****************************************************************"             
#### "*Read more: https://www.tunisia-sat.com/forums/threads/3539021/*"
#### "****************************************************************"

####################### SoftCams ############################
[reader]
label = NTV+
protocol = newcamd525
device = am7.sharavoz.ru,4000
key = 0102030405060708091011121314
user = babah644
password = threat123
inactivitytimeout             = -1
reconnecttimeout              = 4
disableserverfilter           = 1
connectoninit                 = 1
fallback                      = 1
caid = 0500
ident = 0500:060C00,060A00
group = 1
emmcache                      = 1,3,2,0
audisabled                    = 1

[reader]
label                         = constant.cw
protocol                      = constcw
device                        = /usr/keys/constant.cw
caid                          = 2600,0B00,0B02,0500,0963,06AD,0940
group                         = 1
disablecrccws_only_for        = 0E00:000000

[reader]
label                         = emulator
protocol                      = emu
device                        = emulator
caid                          = 0BAA,0B00,0B01,0D05,0D95,0D96,0D97,0100,0500,0604,0624,0629,0648,09C4,09CD,093B,098C,093E,090F,091F,0919,0940,0960,0961,0963,1010,1702,1722,186C,183D,183E,1801,1802,1803,1810,1811,1814,1815,1819,1830,1833,1834,1861,1880,1883,1884,4AEE,4AFC,4AE1,1010,2600,FFFF,FFFE,0E00
detect                        = cd
ident                         = 0BAA:000000;0B00:000000;0B01:000000;0D05:000000;0D95:000004,000010;0D96:000000,000004;0D97:000000;0100:000000,00006A,00006C,00006D,000068;0500:000000,023800,040810,042820,043300,043800,032A00,030B00;0604:000000;0624:000000;0629:000000;0648:000000;09C4:000000;09CD:000000;093B:000000;098C:000000;093E:000000;090F:000000;091F:000000;0919:000000;0940:000000;0960:000000;0961:000000;0963:000000;1010:000000;1702:000000;1722:000000;186C:000000;183D:000000;183E:000000;1801:000000,007301,001101,002111;1802:000000;1803:000000;1810:000000;1811:000000,003311,003315;1814:005211;1815:000000;1819:00006D;1830:000000;1833:000000;1834:000000;1861:000000;1880:000000;1883:000000;1884:000000,000068;4AEE:000000;4AFC:000000;4AE1:000011,000014,0000FE;1010:000000;2600:000000;FFFF:000000;FFFE:FFFFFE;0E00:000000
group                         = 1
emmcache                      = 1,5,31,1
saveemm-u                     = 1
emu_auproviders               = 0604:010200;0E00:000000;4AE1:000011,000014,0000FE;1010:000000;2610:000000
emu_datecodedenabled          = 1

####################### AFN Config settings ############################

[reader]
label                         = AFN
description                   = AFN-EMU
enable                        = 1
protocol                      = emu
device                        = emulator
caid                          = 0E00
detect                        = cd
group                         = 1
emmcache                      = 1,5,31,1
emu_auproviders               = 0E00:000000
auprovid                      = 000E00
cacheex                       = 1
cacheex_maxhop                = 1
cacheex_allow_request         = 1
services                      = afn
disablecrccws_only_for        = 0E00:000000

####################### Card ############################

[reader]
label                         = Server_1
protocol                      = cccam
device                        = host,port
user                          = user
password                      = pass
disablecrccws_only_for        = 098C:000000,09C4:000000
inactivitytimeout             = 30
group                         = 1
cccversion                    = 2.3.0
ccckeepalive                  = 1
disablecrccws                 = 1
audisabled                    = 1

[reader]
label                         = Card_Blanca
enable                        = 0
protocol                      = internal
device                        = /dev/sci0
services                      = canal+ esp
caid                          = 1810
ecmwhitelist                  = 1810@1F1F1F:89
detect                        = cd
nagra_read                    = 2
mhz                           = 500
cardmhz                       = 368
ident                         = 1810:000000,004001,004101
group                         = 3
emmcache                      = 1,3,2,0

####################### CCcam ############################

